
1Pipe Shoes

Working loads for Supports with insulation insert and 
suspension

Basis of assessment EC 3, working loads for Supports in delivery status 

Sliding Supports LK - HV + Guiding Set FS 

Sliding Supports LC - HV + Guiding Set FS Z 

Pipe Shoes

Height DN Fy
[kN]

± Fz
[kN]

150 25 3.1 3.1
150 32 3.8 3.8
150 40 4.3 4.3
150 50 4.0 3.9
150 65 2.8 2.8
150 80 2.5 2.4
150 100 4.5 17.0
150 125 4.1 17.0
150 150 3.6 17.0
150 200 2.8 17.0
150 250 1.9 17.0
150 300 0.4 17.0
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Guided Support with insulation insert

Guided Support Suspension



Pipe Shoes

Pipe Shoes 1-2

Height DN Fy
[kN]

± Fz
[kN]

90 25 5.0 10.0
90 32 4.8 10.0
90 40 4.7 10.0
90 50 4.5 10.0
90 65 4.2 10.0
90 80 4.0 10.0
90 100 3.6 10.0
90 125 3.3 10.0
90 150 3.1 10.0
90 200 2.7 10.0
90 250 2.3 10.0
90 300 1.5 10.0
150 25 3.2 10.0
150 32 3.1 10.0
150 40 3.1 10.0
150 50 3.0 10.0
150 65 2.8 10.0
150 80 2.8 10.0
150 100 2.6 10.0
150 125 2.4 10.0
150 150 2.3 10.0
150 200 2.0 10.0
150 250 1.7 10.0
150 300 1.3 10.0
200 25 2.5 10.0
200 32 2.4 10.0
200 40 2.4 10.0
200 50 2.3 10.0
200 65 2.2 10.0
200 80 2.2 10.0
200 100 2.1 10.0
200 125 2.0 10.0
200 150 1.9 10.0
200 200 1.7 10.0
200 250 1.5 10.0
200 300 1.1 10.0
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